For municipalities adopting the International Residential Code (IRC), copy and paste this on your letterhead, and submit it as a cover letter to your building official.

Make sure to include: 

ESR-1895 for DP-50
Frost Performance Report

National Performance Submittals, 2005

All Available at: http://www.diamondpier.com/ 
Note: This submittal is for the DP-50 model pier only.  If you are using a larger model, please consult with your Building Official or a Diamond Pier representative before submitting.

Re: Seeking Code Approval as an Alternate Method

To: Authority Having Jurisdiction (AHJ)





DATE
We are seeking approval of the Diamond Pier DP50 for use as a frost protected deck pier utilizing Minnesota Building Code (MBC) Minnesota Rules Section 1300.0110, Subpart 13  - Alternate materials, design and methods of construction and equipment. 

The attached reports provide frost performance verification pursuant to Diamond Pier ICC Evaluation Services Report ESR-1895, Section 5.3. The performance reports, in conjunction with ESR-1895, are intended for Building Official review and approval of the 50" pin length Diamond Pier DP-50 foundation system.
In accordance with Minnesota Building Code (MBC) Minnesota Rules Section 1300.0110, Subpart 13,  Alternate Materials, the performance reports demonstrate that Diamond Pier DP-50 foundations have been shown to protect attached, permanent secondary structures (such as decks, covered decks, walkways and stairs) in frost  zones up to 48 inches.

The piers therefore comply with the intent of the Minnesota Code Section 1300.0110, Subpart 13, and its amended IRC section R403.1.4.1, for footing frost protection in Zone II. The intent of these provisions is to ensure footings and the permanent structures they support are protected from the negative effects of frost heave. Diamond Pier’s track record demonstrates that it provides for the Minnesota Code and IRC’s full frost protection intent.
Respectfully Submitted,

__________________________________
